
Available in any of our standard profiles including the commonly requested profiles below:

Available with either brushed, friction back or even in a double cover construction

Easy to fabricate

Available in any of our standard colors, with most commonly requested colors being:

In addition to our traditional PVLT (PVC Low Temp) compound, our new, expanded range now
incorporates a softer (Shore 55A) and more flexible PVSLT (S-for soft) polymer which allows for
smaller pulley diameters and better grip between the belt and product conveyed.

Our PVLT and PVSLT polymer cover compounds offer a number of benefits: 

Cold temperature characteristics to –40°F (–40°C) under intermittent conditions. 
Ideal for conveying in frigid arctic conditions, including oily products, grains, wood products,
animal feeds, agriculture and produce. 
Moderate oil resistance; excellent abrasion resistance.
Food grade compound.
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Low Temperature &
Abrasion Resistant Belting
Available up to 84" wide



Both PVLT and PVSLT polymers are available in multiple carcass constructions:

Multi-Plied Spun Polyester 
HPC™ Technology in two, three, and four ply construction. 
Excellent tracking performance and conveying qualities in flat and troughed applications. 
Outstanding resistance to edge wicking and curling. 
Exceptional splicing capabilities help you move your product with the least amount of downtime. 

Multi-Plied Monofilament 
Transversely rigid, HPC™ constructed belt permits the use of low energy drives and small pulley
diameters in high-speed conveying conditions. 
European lightweight fabric design offers edge wear resistance, a low coefficient of friction fabric
surface, and maximum flexibility in the warp direction. 

Single-Plied Interwoven 
Constructed of high-quality spun/hybrid polyester warp yarns that are interwoven and bound
together with the weft yarns. 
The fusing and high impregnation of this interwoven carcass offers excellent fastener retention,
tear resistance and low stretch qualities for general conveying.

Industries & Applications: 
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Technical Data*

*Check technical data sheet for latest information 

Cold Storage
Harvesters

70

Product Plies PIW N/mm in mm lbs/ft² Kg/m² F° C° Shore A

PVLT 120S1 CBB 1 120 21 0.135 3.43 0.80 3.91 -40 to 180 -40 to 82 70

PVSLT 120S1 CBB 1 120 21 0.135 3.43 0.80 3.91 -40 to 180 -40 to 82 55

PVLT 120S1 ZBB-1 1 120 21 0.250 6.35 0.90 4.39 -40 to 180 -40 to 82 70

PVLT 120S1 EBB 1 120 21 0.245 6.22 1.05 5.13 -40 to 180 -40 to 82 70

PVSLT 120S1 EBB 1 120 21 0.245 6.22 1.05 5.13 -40 to 180 -40 to 82 55

PVSLT 120S1 EBBL11 1 120 21 0.245 6.22 1.05 5.13 -40 to 180 -40 to 82 55

PVLT 120S1 VFB 1 120 21 0.248 6.30 1.05 5.13 -40 to 180 -40 to 82 70

PVLT 150S1 EBBL6 1 150 26 0.255 6.48 1.15 5.61 -40 to 180 -40 to 82 70

PVLT 150S1 CBB 1 150 26 0.150 3.81 0.96 4.69 -40 to 180 -40 to 82 70

PVLT 200S1 EBB 1 200 35 0.315 8.00 1.40 6.84 -40 to 180 -40 to 82 70

PVLT 200S1 CBBL6 1 200 35 0.215 5.46 1.15 5.61 -40 to 180 -40 to 82 70

PVLT 200S1 CBB 1 200 35 0.215 5.46 1.15 5.61 -40 to 180 -40 to 82 70

PVLT 220S2 NNB 2 220 39 0.250 6.35 1.55 7.57 -40 to 180 -40 to 82 70

PVSLT 225H3 NNB 3 225 39 0.240 6.10 1.40 6.84 -40 to 180 -40 to 82 55

PVLT 225H3 CBB 3 225 39 0.190 4.83 1.24 6.05 -40 to 180 -40 to 82 70


