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Part Number Key

PVC 120S1 CBB-

Max Working Tension Top Cover x Bottom Cover
50 to 750Lbs Per Inch Width A — Asphalt
B — Brushed
Compound C — Gloss Smooth Cover Color
D — Fine Fabric Impression
PVC — Premium PVC Blend E — Eclipse (Crescent) B —Black
PKG — Package Handling Flame Retardant F — Friction Coating BL —Blue
PVA™ — Premium PVC + Anti-Static Fabric G — Longitudinal Groove BR—Brown
PVG™ — FDA, Oil-Resistant + Low Temperature G2—Deep Longitudinal Groove E —Emerald
PVGE — Grain Elevator Anti-Static + Flame Retardant K — Meat Cleat G —Green
PVM — Marine Resistant “Oil Boom” L — Low Friction (No Coating) GT—Gum Tan
PVLT — Extremely Low Temperature LP —Large Pebble GX—Gray
RMV — Rubber Modified Vinyl M — Matte Finish LG —Light Green
POR™ — Superior Oil-Resistant N — Satin Finish O —Orange
PVS — Soft PVC Low Durometer O — Oval Impression R —Red
UMVS — Tacky Top + Flame Retardant Q — Quadgrip (Inv. Diamond) T —Tan
SIL  — Silcone Cover R — Ruffgrip W —White
. S — Stone Y —Yellow
Fabric SP —Small Pebble
A — Interwoven Extra Low Noise T — Tygrip (Tylerwire)
H  — Heavy Spun Polyester V — Chevron
K — Impact Resistant Monofilament W — Waffle Top
L — Multifilament By Multifilament Z1 — Z-Belt™ Mini
M — Spun By Monofilament Z2 — Z-Belt™ Large
N  — Needled Polyester
P — Petite Spun By Monofilament
R — Multifilament By Rigid Monofilament .
S  — Standard Interwoven Number of Plies
T  — Low Noise Twill or Herringbone 1 to 4 Plies of Fabric Up to 84" Wide
T150 — Triple Warp Interwoven
V. — Spun Polyester
W — Whisper Fabric




